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Draft Revisions to Parking Requirements 
 
 
Section 3.11 Parking and Loading Requirements 

(A) Purpose.  The provisions of this section are intended to: 

(1) Ensure that development provides adequate off-street parking and loading areas to avoid 
congestion on surrounding roads; and 

(2) Avoid creating excess parking and loading areas that result in increased flooding and land 
consumption, and decreased water quality and pedestrian-friendliness; 

(B) Applicability.  All development must provide off-street parking and all nonresidential or mixed-use 
development must provide loading areas in accordance with this section. 

(A)(C) Off-Street Parking.  Off-street parking spaces shall be provided in accordance with this section 
when any use is established or enlarged, unless otherwise approved by the Development Review 
Board under Section 5.5 or under Section 5.4 or waived under Subsection (CE). 

(1) Minimum Number of Spaces.  Off-street parking shall be provided to accommodate business-
owned vehicles and the vehicles of all owners, occupants, employees, customers or other persons 
expected to be on the premises in accordance with Table 3.1. 

(1)(2) Maximum Number of Spaces.  The maximum number of parking spaces will be twice 
the minimum number of spaces based on Table 3.1, unless the applicant submits a professionally 
prepared parking study establishing the amount of parking needed. 

(2)(3) Dimensional Requirements.  All required parking spaces shall have a minimum width 
of nine (9) feet, and a minimum length of eighteen (18) feet, excluding access and maneuvering 
room. 

(3)(4) Location Requirements.  Non-residential parking areas shall be located to the side or 
rear of buildings unless otherwise approved under site plan review under Section 5.4 or 
conditional use review under Section 5.5.  Parking areas must meet district minimum setback 
requirements unless shared parking with a contiguous lot is approved under Subsection E.  Non-
residential parking area shall be screened from adjoining residential properties if required by the 
Development Review Board. 

 

Table 3.1 
Minimum Off-Street Parking Requirements 

Use Parking Spaces 
Dwelling Unit/ Single or Two-Family 2 per unit 
Dwelling Unit/ Accessory 1 per unit 
Dwelling Unit/ Multi-Family 4 per every 3 units 
Home Occupation/Home-Based Business 2 per dwelling unit & 1 per 2 additional employees 
Bed & Breakfast 2 per dwelling unit & 1 per guest room 
Lodging Facility (Inn, Motel, Hotel) 1 per lodging unit & 1 per 2 per employees 
Office/Personal Service, Medical Clinic 1 per 200 500 square feet of gross floor area 

Residential Care Facility 
1 per every employee on the largest shift & 1 per 
every 2 4 beds 

Restaurant/Bar 1 per every 150 300 square feet of gross floor area 
Retail 1 per 200 500 square feet of gross floor area 
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Public Assembly (Church, Theater, etc.) 
1 per 3 5 seats or 1 per every 100 500 square feet if 
no seats are provided 

Warehouse/Manufacturing/Industry 
1 per each employee on the largest shift1,000 square 
feet of gross floor areas (excluding outdoor use 
areas) 

All Other Uses 
As determined by the Development Review Board 
under site plan review 

 

(B)(D) Loading and Service Areas.  Off-street loading space shall be provided for commercial, 
industrial or institutional uses which that will receive shipments in vehicles too large for a standard 
parking space.  Space provided shall be specifically for off-street loading and shall be large enough to 
fully accommodate the maximum number of such vehicles expected to be on the premises at any one 
time.  Service areas will shall be located without blocking or obstructing access or sight visibility at 
intersections. 

(E) No provisions of these regulations will be interpreted to prohibit parking of registered, operable motor 
vehicles within a residential driveway. 

(C)(F) Waivers.  On-site parking, loading, and/or service area requirements may be reduced or waived 
by the Development Review Board under site plan review, when due to circumstances unique to the 
development, the strict application of these standards is unnecessary, based upon a determination 
under one or more of the following provisions: 

(1) Suitably landscaped vacant land is set aside and maintained as open space for future conversion 
to parking, loading or services areas in the event that the amount of space initially permitted is 
deemed inadequate to meet demonstrated need; or 

(2) Shared use of parking, loading and/or service areas on the same or contiguous lots by two or more 
establishments is proposed under a written cooperative parking plan; or 

(3) Adequate off-site public parking exists within reasonable walking distance of the establishment; 
or 

(4) Sufficient off-site parking has been procured (e.g., through lease agreements) in a private or 
municipal parking lot. 

 


