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PROPOSED SITE FEATURES

LEGEND

@ NEW BUILDING ADDITIONS

FENCE
e PROPERTY LNE ZONING DISTRICT: B INDUSTRIAL
@ RELOCATED SEPTIC TANK AND PUMP STATION —— — 10— — — L/ STNG CONTOUR REQUIRED EXISTING PROPOSED CHANGED?
100 MINIMUM LOT SIZE 1AC 3.3 AC 3.3 AC NO
PROPOSED CONTOUR
@ NEW GRAVEL PARKING AREA MINIMUM FRONTAGE 150 FT 677 FT 677 FT NO
S SANITARY SEWER LINE
o SToRM WATER LINE SETBACK - FRONT 50 FT 87 FT 86 FT YES
PROPOSED DRAIAGE SWALE ) R SETBACK - N SIDE 25 FT 39 FT 31FT YES
@ PROPOSED CONCRETE PAD AT ENTRANCE ’ CONSTRUCTED BERM SETBACK- 5 SIDE 25 F1 36 FT 36 FT NO

PROPOSED +£150—-LF OF CONCRETE WALL TO MATCH EXISTING 6}7

EXISTING FEATURES

UTILITY POLE

EDGE OF PAVEMENT

EROSION CONTROL [EGEND & NOTES

ALL MEASURES SHOWN ON THIS SHEET MUST BE INSTALLED PRIOR TO INITIATING PRINCIPAL EARTHWORK
ACTMITIES. ACCESS TO SCHOOL AND ALLARD SQUARE TO BE MAINTAINED AT ALL TIMES UNLESS OTHERWISE
AGREED WITH THOSE PARTIES AND THE CITY. EXTENTS OF FENCING AND GATE LOCATIONS SHOWN ARE
CONCEPTUAL, AND MAY VARY BASED ON CONSTRUCTION REQUIREMENTS AND PHASING.

INSTALL LIMITS OF DISTURBANCE (FENCING) AROUND ALL WORK AREAS AND CONSTRUCTION ENTRANCE PRIOR
TO BEGINNING EARTH DISTURBANCE IN ANY AREA. SILT FENCING AND INLET PROTECTION MUST BE INSTALLED

DOWNSTREAM/DOWNSLOPE OF ANY WORK AREAS BEFORE EARTH DISTURBANCE BEGINS.

STAGING
AREA

TEMPORARY STABILIZED CONSTRUCTION ENTRANCE

THIS STRUCTURAL MEASURE IS A STABILIZED PAD OF AGGREGATE UNDERLAIN
WITH FILTER FABRIC LOCATED AT ANY POINT WHERE TRAFFIC WILL BE
ENTERING OR LEAVING A CONSTRUCTION SITE TO OR FROM A PUBLIC
RIGHT—-OF-WAY, STREET, ALLEY, SIDEWALK, OR PARKING AREA. THE PURPOSE
OF A STABILIZED CONSTRUCTION ENTRANCE IS TO REDUCE OR ELIMINATE
THE TRACKING OF SEDIMENT ONTO PUBLIC RIGHTS—OF-WAY OR STREETS.
THIS WILL REMAIN IN PLACE AND BE MAINTAINED UNTIL THE PROJECT SITE
HAS BEEN PERMANENTLY STABILIZED. ONCE REMOVED, THE IMPACTED AREA
SHALL BE SEEDED AND MULCHED.

TEMPORARY STAGING AND WASTE AREAS (APPROXIMATE

THESE ARE APPROVED LOCATIONS WHERE NON-SOIL, NON-ERODIBLE
MATERIALS MAY BE STORED. SOILS SHALL NOT BE STORED IN THESE AREAS.
COORDINATE EXACT LOCATION WITH CONTRACTOR.

TEMPORARY SOIL STOCKPILE AREAS (APPROXIMATE

THESE ARE APPROVED LOCATIONS WHERE TOPSOIL AND OTHER SOIL
MATERIALS MAY BE STORED. THESE STOCKPILES WILL BE PROTECTED FROM
EROSION BY A NUMBER OF METHODS, INCLUDING INSTALLING SILT FENCING
AROUND THE DOWN GRADIENT PERIMETER OF THE STOCKPILE AND SEEDING
AND MULCHING THE STOCKPILE WHEN NOT IN USE FOR MORE THAN FIVE
DAYS. COORDINATE EXACT LOCATION WITH CONTRACTOR.

TEMPORARY SILT FENCING

THIS STRUCTURAL MEASURE IS A TEMPORARY BARRIER OF GEOTEXTILE FABRIC
USED TO INTERCEPT SEDIMENT LADEN RUNOFF FROM SMALL DRAINAGE AREAS
OF DISTURBED SOIL. IT IS INSTALLED ALONG THE PERIMETER OF IMPACTED
AREAS AND ALONG THE BASE OF THE FILL SLOPES. ADDITIONALLY, WHEN
DESIGNATED ALONG THE LIMITS OF DISTURBANCE, INSTALL CONSTRUCTION
FENCE BEHIND THE SILT FENCE. SILT FENCING IS EFFECTIVE IN REDUCING
STORMWATER RUNOFF VELOCITIES, ASSIST IN THE DEPOSITION OF
TRANSPORTED SEDIMENT LOAD AND PREVENT EROSION OF SOILS ONTO
ADJACENT AREAS. THESE WILL REMAIN IN PLACE AND BE MAINTAINED UNTIL
THE PROJECT SITE HAS BEEN PERMANENTLY STABILIZED.

LIMITS OF DISTURBANCE

THE CONTRACTOR SHALL CONTAIN ANY EARTH MOVING ACTIVITIES WITHIN THE
DESIGNATED LIMITS SHOWN ON THIS PLAN. THE ENGINEER SHALL REVIEW THE
SITE TO MAKE ANY ADJUSTMENTS TO ACCOUNT FOR ENVIRONMENTALLY
SENSITIVE AREAS, SPECIMEN TREES AND SPECIAL AREAS OF CONCERN. LIMIT
OF DISTURBANCE TO BE DELINEATED WITH CHAIN-LINK FENCE. COORDINATE
WITH CONTRACTOR.

STORMWATER DETAILS

OUTLET CONTROL STRUCTURE

A AR R TOP_ BERM, ELEV 558.00
R 10" BYPASS, RIM 557.00

DRY RETENTION BASIN DETAIL

2:1 SIDE SLOPES (SEE DETALL 4 ON THIS SHEET)
4" PVC g
SOLID CONCRETE BLOCK TO N
SUPPORT PIPE END

( 0D BOTTOM POND / 4" PVC OUTLET, INV 554.00

- ) 10" PVC CULVERT TO DISCHARGE, INV 553.96

1T N

B—FT |

DRY RETENTION AREA NOTES:

1. UPGRADIENT AREAS DRAINING TO BASIN SHALL BE
FINAL STABILIZED PRIOR TO DIRECTING RUNOFF INTO
THE PROPOSED DRY RETENTION BASIN.

2. A DENSE AND VIGOROUS VEGETATIVE COVER MUST BE
ESTABLISHED PRIOR TO USE.

10" BYPASS, RIM 557.00

DOMED GRATE

NOT 10 SCALE@

10" DIA. NYLOPLAST
PVC DRAIN BASIN OR
APPROVED EQUAL.

BOTTOM POND / 4” PVC OUTLET, INV 55400 () |
10" PVC CULVERT OUTLET, INV 553.96 [
s - 10" DIA. PVC OUTLET PIPE.
; _ ( SUMP ELEV. 18" BELOW OUTLET INVERT
=
© I~ SET BASE OF DRAIN BASIN
12" MIN. 12" MIN. IN 3,500 PSI CONCRETE

CONTROLLED OUTLET STRUCTURE DETAIL
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STORAGE VOLUME COMPARISON

PROPOSED FINISH GRADE SURFACE

5/13/2021 10:41:59 AM

STORAGE BELOW ELEVATION 660.45 WITHIN FLOOD ZONE AE IS
GENERATED BY COMPARING ELEVATION 660.45 TO EXISTING OR
PROPOSED FINISH GRADE

ELEVATION 660.45 VS EXISTING GRADE
STORAGE VOLUME: 584-CY OR 15,768-CF

ELEVATION 660.45 VS PROPOSED FINISH GRADE
STORAGE VOLUME: 704-CY OR 19,008-CF

STORAGE PROVIDED BELOW ELEVATION 660.45 WITHIN FLOOD ZONE AE
IN THE POST DEVELOPMENT CONDITION EXCEEDS THAT IN THE
EXISTING CONDITION

Compensatory Flood Storage Summary

Existing storage volume available: 15,768 CF
Proposed storage volume available: 19,008 CF
Net increase in available flood storage: 3,240 CF

Portion of proposed storage within dry pond: 2,484 CF
Increased storage excluding dry pond: 756 CF
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