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FILL 2-12FT WITH
REDI-ROCK WALL

PROPOSED TOWN
GARAGE FFE 1203+/-

WOOD PELLET SILO

CUT GRADE,
POTENTIAL LEDGE.

STRUCTURAL FILL
AND/OR DEEP
FOUNDATION
REQUIRED

REMOVE STOCKPILE,
THEN REGRADE AND
EXTEND ACCESS ROAD

PROTECT AND MAINTAIN
EXISTING GARAGE AND WELL
DURING CONSTRUCTION,
THEN DEMOLISH.

PROTECT AND MAINTAIN
ACCESS TO EXISTING
SALT SHED DURING
CONSTRUCTION.

NEW LEACHFIELD TRENCH,
ASSUME 4FT X 60FT (TO BE
DESIGNED BASED ON TEST
PITS) AND 6" PVC SEWER

100 ft

NEW BEDROCK WELL
AND WATERLINE.
LOCATINO TBD. 3,000 GAL OIL

AND GRIT TANK

EAST MONTPELIER 
TOWN GARAGE

CONCEPT SITEPLAN
ENGINEERING VENTURES, PC
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POTENTIAL GRAVEL WETLAND
STORMWATWER TREATMENT AREA.
 TO BE CONFIRMED AFTER SURVEY
COMPLETED WITH ANR

ANR ATLAS NWI MAPPED WETLANDS
TO BE DELINEATED AND CONFIRMED
BY WETLAND BIOLOGIST

50FT WETLAND BUFFER
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